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AUSTRALIA’S LEADING MANUFACTURING SPECIALISTS OF
LOG SAWS e FIREWOOD PROCESSORS » WOOD SPLITTERS

SUPERAXE SPEGIFIGATIONS 2023

MODEL WS150 - 6 WS150-9 WS3150-9 WS3150-13 | WS4150-18
ENGINE HONDA HONDA HONDA HONDA VANGUARD
ENGINE POWER 6 hp 9 hp 9 hp 13 hp 18 hp
Pump Double Stage 14/44 Ipm 15/65 Ipm 15/65 Ipm 18/70 Ipm 45/108 Ipm
Max Pressure 3000 psi 3100 psi 3100 psi 3100 psi 3100 psi
RAM (Aust. Made) 4" x 18" x 2" 4"x18"x 2" 4"x18"x25" | 4"x18"x25" | 45"x18"x 3"
Splitting Force 19 ton 21 ton 21 ton 21 ton 26 ton
Cycle Time 13 sec 7 sec 6.5 sec 6 sec 6 sec
Max. Log Length 18" 18" 18” 18" 18"
Hyd. Double Wire Hose 1/2” 3/4” 3/4” 3/4” 3/4”
[T
Block Lifter Capacity 150 kg 150kg 200kg 200kg 200kg
Wheels 155x13” 155x13” 185x 14” 185x 14” 215x15”
Hubs High Speed High Speed High Speed High Speed High Speed
Tow Coupling 50mm 50mm 50mm 50mm 50mm
Jockey Wheel 8” 8” 8" 8” 8”
T
Machine Length 2400mm 2400mm 2400mm 2400mm 2400mm
Machine Width 1450mm 1450mm 1500mm 1500mm 1500mm
Machine Height 1700mm 1700mm 1700mm 1700mm 1700mm
Machine Weight 400kg 450kg 500kg 550kg 650kg
Table Size W x D (mm) 1150 x 450 1150 x 450 1500 x 570 1500 x 570 1500 x 750




